
ITEM NAME: Genova Hall Tree

SKU :ALZ953-1 ， AL953-2

1-888-880-4884

For assistance with assembly, please contact

Hayneedle Customer Care Center
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• Make sure all the parts are included before assembly.

•Two people are recommended to assemble this item.

• Warning:Small parts are contained.Keep away from children.

• Please don't hesitate to contact our Customer Care Center if you find any missing or damaged components,

or have questions on assembly steps.

• Adult assembly is required.

(B) Top Part:40.9"*4.52“*53.54"H   QTY:1 PCS  ( B ) Bench :40”*16.92“ *17.5"H           QTY:1 PC   

No. Image Name Size QTY No. Image Name Size QTY 

1 Screw 0.23"*1.77" 5 PCS 2 Wrench 0.86"*2.36" 1PC

HARDWARE LIST: 

STEP-BY-STEP ASSEMBLY:

Step 1: Connect Part( A)  and ( B ) by using

3pcs screw with a Wrench , Consolidate on

back .

Step 2: Contiune using the 2 PCS screw with

Wrench ,Consolidate on  two side .

PRE-ASSEMBLY PREPARATION:

PANEL AND FITTINGS IDENTIFICATION:

THIS PACKAGE MAY CONTAIN SMALL ITEMS WHICH SHOULD BE KEPT AWAY FROM CHILDREN 
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ANTI-TIP RESTRAINT ASSEMBLY INSTRUCTION
Anti-tip Restraint is REQUIRED in order to complete construction of this product. When properly installed, 

this hardware can provide protection against the unexpected tipping of furniture. 

ANTI-TIP RESTRAINT PARTS LIST:

ASSEMBLY INSTRUCTIONS:

STEP 1:  Attach one of the mounting brackets (D) and secure to the back top edge of the furniture using the short screw (E.)

STEP 2:  Mark the location on the wall for mounting the second bracket (D.) Create the appropriate sized hole in the wall

and insert the plastic screw anchor (C.) Secure the bracket to the wall using the long screw (B.)

STEP 3:  Place the furniture so the bracket on the back edge of the unit is in the line with the bracket on the wall.

STEP 4:  Lace an end of the nylon restraint strap (A) down through each bracket. Bring both ends together and slide the

beaded end of the strap through the keyhole-shaped slot on the other end. Pull down on the beaded end until it snap-locks 

into the keyhole.

STEP 5:  Check to make sure the strap is securely laced and locked to the brackets.
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