ITEM NAME: CEDAR CHEST MISSION BENCH WITH CUSHION

SKU: HNC003-1/HNC004-1

For assistance with assembly, please contact
Hayneedle Customer Care Center
1-888-880-4884
PRE-ASSEMBLY PREPARATION:

- Please check that all parts and hardware are included before beginning assembly.
- Save all packing materials until assembly is complete to avoid accidentally discarding smaller parts or hardware.
- Read through the preparation and assembly instructions in full before beginning assembly.
- Please use CAUTION AND CARE WHEN LIFTING the product to avoid personal injury and (or) damage to the product.

The following additional tools are required for assembly: Phillip Screwdriver

For ease of assembly, two adults are recommended.

PARTS IDENTIFICATION:

- BOTTOM PANEL (A) Qty: 1
- SIDE PANEL (B) Qty: 2
- BACK PANEL (C) Qty: 1
- FRONT PANEL (D) Qty: 1
<table>
<thead>
<tr>
<th>Component</th>
<th>Qty.</th>
</tr>
</thead>
<tbody>
<tr>
<td>TOP PANEL (E)</td>
<td>1</td>
</tr>
<tr>
<td>SIDE MOLDING (F)</td>
<td>2</td>
</tr>
<tr>
<td>CUSHION (G)</td>
<td>1</td>
</tr>
</tbody>
</table>

**HARDWARE LIST:**

<table>
<thead>
<tr>
<th>Item Description</th>
<th>Qty.</th>
<th>Size/Dimensions</th>
</tr>
</thead>
<tbody>
<tr>
<td>Cam lock Dowel (1)</td>
<td>14</td>
<td>φ6 x 40mm</td>
</tr>
<tr>
<td>Cam lock (2)</td>
<td>14</td>
<td>φ15 x 12mm</td>
</tr>
<tr>
<td>Short Screw (3)</td>
<td>14</td>
<td>φ3.5 x 15mm</td>
</tr>
<tr>
<td>Allen Key (4)</td>
<td>1</td>
<td>M4 x 60mm</td>
</tr>
<tr>
<td>Long Screw (5)</td>
<td>4</td>
<td>φ4 x 35mm</td>
</tr>
<tr>
<td>Hinge (6)</td>
<td>2</td>
<td>18x25x205mm</td>
</tr>
</tbody>
</table>
Additionally Assembly Notes:

- Read these instructions carefully before assembling.
- Wait to dispose of the packing material until assembly is complete and all parts and hardware are accounted for.
- More than one person might be required for assembly.
- Check fasteners periodically to be sure they do not loosen.

CAMLOCK INSTRUCTION: This product is assembled with a cam lock set

Step 1: Insert Cam Lock into the cam lock hole of Panel I. Cam Lock arrow should be pointing towards the cam lock dowel insertion hole.

Step 2: Insert the cam lock dowel into Panel II.

Step 3: Connect Panel I and Panel II by inserting the cam lock dowel through the hole to which the cam lock dowel is pointing.

Step 4: Press Panel I and Panel II together.

Step 5: Lock Panel together by turning cam lock clockwise using Allen key.
STEP-BY-STEP ASSEMBLY:

1. **STEP 1**: Insert Cam lock (2) into the Cam lock hole of Bottom Panel (A). Insert Cam lock dowel (1) into Side Panel (B). Connect Panel (A) and Panel (B) by inserting the cam lock dowel through the cam lock dowel insertion hole. Tighten All Cam lock with Allen Key (4).

2. **STEP 2**: Attach Front Panel (D) and Back Panel (C) to Side and Bottom Panel by using Cam lock (2) and Cam lock dowel (1). Tighten all Cam lock with Allen Key (4).
**STEP 3:** Use the Short Screw (3) to attach the Top Panel (E) to the assembled box from Step 2. Then use the Short Screw (3) to attach the Hinge (6) to the Side and Top Panel. Tighten all Screw with Screwdriver.

**STEP 4:** Use Long Screw (5) to attach the Side Molding (F) to the Top Panel. Then put the Cushion (G) on the Top Panel.
For assistance with assembly, please contact customer service
1-888-880-4884