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GAR162 

3D Trellis 
 
The GAR162 3D Trellis comes in one box which contains a large and a small trellis. 
If any part seems to be missing or is damaged, contact H. potter at 509-921-1640 or fax at 
509-921-1644. 
 
Assembly Instructions: 
Step One:  Remove everything from the box and remove all packing materials.  The 
trellises are packed separately, large and small.  All of the hardware is in 1 small box in 
two plastic pouches.  The hardware for both sizes of trellises is identical.  There is also 
the correct “Allen” (or hex) wrench in the small box. 
*Note:  The assembly instructions for both trellises are identical. 
 
Step Two:  Locate the 4 stake legs and the small square to the small trellis. (Assemble 
small trellis first).  Screw (using the long screws) the square to the legs with the square 
under the 90° bend in the leg.  Repeat for the other 3 legs. 
*Note:  The squares are NOT interchangeable between the trellises. 
 
Step Three:  Locate the large square and screw this square to the top of the tabs at the 
top of the legs. 
 
Step Four:  Take the 2 arches and bolt the top together finger-tight using one of the 
finials and the large bolt. 
*Note:  The finials are the same size. 
This part is easier with two people; place the bottom of the arches, with the tabs on the 
inside, on top of the legs.  Start 1 screw in each tab only 2-3 turns.  Once you have 1 
screw in each corner, start the second screw in each leg.  When all screws have been 
started, torque all screws and the bolt in the finial. 
 
Step Five:  Repeat steps two through four for the second trellis.  H. Potter recommends 
that you apply a polyurethane coating after you assemble your trellis.  To keep your 
trellis looking good, apply a new coat once a year.  Polyurethane is available at hardware 
stores in a spray form. We hope you enjoy your trellises and hope you will view our 
entire line of products at our website www.hpotter.com. 


