
27294 Kenworth Place, Suite 1, Harrisburg, SD 57032 

T: (605) 368.5500        F: (888) 389.7974 
www.NovattoInc.com 

 

 

Bar Sink & Drain Installation Instructions 

Copper sinks add an elegant touch to any bar or prep area other material just can’t match. Not only is 
copper antibacterial killing most germs naturally in just a few hours, but it’s also a great upgrade for 
resell and home value! 
 
Notes: 
 

 Review and abide by all building and plumbing codes.  

 Each Novatto sink should be installed by a professional.  

 Novatto’s copper sinks are handmade and vary from one to the other, Novatto recommends 
using the actual sink for any cuts as no templates are available.   

 Be sure to use care when unpacking the sink, we advise setting it on the packing it was 
received with to avoid any possible damage to the sink. 

Steps: 
 

 Decide if you want the sink to be under-mounted or top-mounted meaning the rim of the sink 
will sit on top or under the counter. Under-mounted sinks should be mounted on the bottom of 
the counter.  
 

 Novatto recommends a ¼” trim on sides when using the undermount style. For a top-mount 
look, the cut should be about 1/2” bigger than the inside of the rim of the sink since the rim will 
rest on the counter and a little extra room will allow for easy installation. 

 

 After centering the sink and allowing room for a faucet and backsplash, use a pencil to outline 
the sink as the cut-out guide, allowing for any reveal if desired before the actual cutting. (Keep 
in mind the outline of the trace may slightly different than the installed product since it is being 
traced upside down. Be sure it is traced in the position you want it installed) 
 

 Install the countertop and seal the sink with a silicone sealant. This will keep water from leaking 
into areas and causing mold or mildew growth inside the cabinetry.  

 

 Follow manufacturer guidelines for installing the faucet, drain and/or disposal.  
 

 Enjoy our dedication.  
  
When cleaning up after installations, DO NOT USE ABRASIVE CLEANERS, as they may scuff and change 
the finish on the copper. Use soft soap and warm water with a washcloth to clean the surface. If more 
information is needed feel free to give us a call at 605.368.5500 or email us at info@novattoinc.com.   
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