SOFA

STEP 1: FAMILIARIZE YOURSELF WITH THE PIECES
PARTS

HARDWARE

4 LEGS
16 LEG BOLTS (5MM HEX BIT)
4 L BRACKETS
16 L BRACKET BOLTS (5MM HEX BIT)
16 LONG BOLTS + WASHERS
5MM HEXT BIT
4MM BALL HEAD BIT
DRILL + EXTENSION

STEP 2: CONNECT THE ARMS
*Note that images in the instructions are demonstrated using the Sofette as a model. The assembly
mechanisms themselves are identical across all products, except where otherwise noted.

Let's start by connecting
the arms to the back
panel. The process is
identical for both arms.

CONNECT THE HOOKS

Note the corresponding hooks on
both the back panel and arm panel.

Stand the arm on its side so that the
hooks are touching.

Lift the back panel and angle the arm
outward to slide the hooks together.

Lower the back panel to catch the hook
on the arm. You may need to adjust the
angle or placement of the arm.

STEP 2: CONNECT THE ARMS (CONTINUED)
In this step we're going to
attach the wood frame on
the back to the wood
frames on the arms using
the L brackets.

INSTALL THE L BRACKETS

Place one L bracket down on the back
panel. Align the holes on the L bracket
with the holes where the bolts thread
into.

Identify your L bracket bolts. Thread
a bolt into each of the two holes in
the back panel. Hand tighten only.

SEE HOW THEY FIT TOGETHER

Pull L bracket away from the arm so
that it sits flush on the wood frame of
the back panel. Use the 5mm hex drill
bit to ﬁnish threading and securing
the bolts.

Hand thread and drill bolts into each
remaining hole on the L bracket to
secure the arm. Repeat for the other
side.

STEP 3: ATTACH THE FRONT PLATE
In this step we'll be
adding the front plate.
But ﬁrst let's make sure
everything is ready!

SET THE FRONT PLATE IN PLACE

Make sure that it lines up with the
wood frames and ﬁts snugly.

Attach an L bracket to the front plate
using 2 bolts. Hand tighten only.

SET THE FRONT PLATE IN PLACE

Pull back the L bracket so that it sits
flush on the front plate. Finish
tightening the bolts using the drill.

Finish attaching the L bracket into the
arm using 2 more bolts and tightening
with the drill. Repeat on the other side.

STEP 4: INSTALL THE INNER SUPPORT BRACES
Next we'll attach the
inner support braces.

ALIGN THE BRACES WITH THE HARDWARE

Inner support braces do not have
threads in the holes along the
bottom edge. Check that these holes
are unthreaded to ensure that these
are the inner support braces.

Line up the inner support brace with
the corresponding holes on the wood
frame.

MAKE SURE EVERYTHING IS FLUSH!

Insert a brace bolt and washer into
each hole. Begin by hand tightening
to make sure everything is perfectly
aligned.

Finish tightening the bolts using the
drill. For the bolt inside the niche, use
the ball-head bit for easier drilling.

STEP 5: INSTALL THE LEG BRACES
In this step we'll insert
the leg braces, which is
where we'll eventually
mount the legs

LINE UP THE BRACE WITH THE FRAME

The leg braces install a few inches
from the arms between the cut lines.

Leg braces have metal threads on the
bottom edge. You can ﬁnd matching
metal threads on the outer frame. This
is where the legs will install.

FIT THE BRACE INTO PLACE

Secure each end of the leg brace to
front and back panels respectively by
hand-threading a bolt and washer into
each hole, as shown above.

Once each bolt is in place and the leg
brace is aligned, ﬁnish tightening each
bolt by using the drill.

STEP 6: INSTALL THE LEGS

START THE BOLTS BY HAND
If you're legs are flared, make sure each
leg points outward to the corner. Start by
inserting each of the four bolts and
tightening by hand to make sure that each
leg aligns properly.

TIGHTEN EVERYTHING DOWN
Once they are all started by hand, use the
drill and the 5mm hex bit.
Repeat for all four legs.

STEP 7: PLACE THE SLATS

Next we’re going to insert the spring slats into place.

PLACE THE SLATS
Lay a slat in each groove, as shown to the
left. Be sure that they arch upward.

FOLD EXCESS FABRIC OVER THE SLATS

STEP 8: ADD THE CUSHIONS

EASY DOES IT

DONE!

