
(4) Hinge Assembly
      and hinge plates

Attach two hinge assemblies to each door.

(a).  Insert hinge assembly into the holes in the door.
        Be sure the hinge assembly is completely seated 
        against the door before tightening the screws.

(b).  Secure the hinge assembly by tightening the two 
        screws until they stop.

Install two hinge plates on each 
side of the cabinet. 

(a). Place hinge plate into the cabinets in the top pair of holes and bottom pair of
      holes in the front. Be sure anchors are fully seated and the hinge plate is 
      flush with the side of the cabinet. Note: If necessary, remove the screws from
      the anchors and tap the hinge plates until they are flush with the side of 
      cabinet.
(b). Replace screws and tighten to secure hinge plate.

Attach hinge assembly and door to 
hinge plates in the cabinet. 

(a). Attach hinge assembly into hinge plates (see detail A).

(b). Rotate hinge assembly until it snaps into place. NOTE: Depending on the
       installation of the doors, there will be two holes at the top left or bottom right
      corner of the door. These holes are for mounting the nameplate.

Hinge Plate on GO-Box

STEP  2 Cont.

DETAIL A Top View

STEP  3 Cont.
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Install the two handles. 

(a).  Attach each handle using two 1” machine screws. 

Attach the freedomRail nameplate. STEP  4. STEP  5.

NOTE: Doors are easily flipped so that handles may be placed either at the top 
(for low cabinets) or bottom of the door (for high cabinets). 

(a). Attach Nameplate to either lower right or upper left corner of the door using two 1/2” Mounting Screws. 

STEP  6.

(a).  Adjust Hinge Assembly to align doors. See Detail B.

Hinge Assembly has 3-way adjustment: a) Front to back, b) Top to bottom, c) Side to side

Adjusting the Doors 
DETAIL B
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