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RAISED VEGETABLE GARDEN BIN 

 
Tools Needed: Cordless or Electric Screw Gun with Phillips Bit, Wood Glue 

Hardware Provided: (26) 1 1/2” screws, (22) 1 1/4” screws, (8) 2 1/2” screws 

Please read instructions thoroughly before assembling product. 

 

 

Leg Assembly: Lay 2x4 legs out as show in diagram #1 and put wood glue in the cut out section of the 

legs as in diagram #2. Insert cross piece into cut outs on the 2x4 legs and attach the cross 

piece using 1 1/4” screws as in diagram #3. Repeat for other leg section. 

Base Assembly:               
Stand the legs upright with the shorter length of the 2x4 on the ground (or bottom) and screws facing the inside. Lay the base board of the 

bin that is 7”Wx 34”L in the middle of the leg assembly as shown in diagram #4, approx 8 1/4” from the inside of the leg. Insert 2 1/2” 

screws into the predrilled holes and attach making sure that the edge of the base board is flush with the cross beam of the leg section. Do 

the same for the other side. It should look like diagram #5. 

. 
 

Outside Frame: 
Find the two boards that are 3 1/2”W x  34”L and 

have 3 predrilled holes in each end and one in the 

middle of the board. Attach that board to the top of 

the leg assembly using 1 1/2” screws. Place the board 

so that the predrilled hole in the middle is facing 

down as show in diagram #6. Align the board with 

the top and sides of the leg assembly and screw to-

gether as in diagram #7 and repeat for the other side 
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Bin Side Panel Installation: 
 Turn the leg section on its side with the top facing you. Find  

the 1 1/4” x 30 1/4” piece and install it in between the upper leg 

 section with the rounded side facing up using 1 1/2” screws. 

 Pull the leg assembly to this board as shown before securing 

with screws as in diagram #8. It should fit tight. Repeat for the 

other side. Stand the bin upright and find the T&G panels for the sides of the bin. 

Insert them as shown with the predrilled screw holes facing down, see diagram #9. 

Align the angle of the base board with the angles on the panel as shown in diagram 

#10. Attach to bottom using the 1 1/4” screws. See diagram #11 and attach the top of 

the bin panel to the outside frame using 1 1/2” screws. Repeat for other side. 

Side of Bin Installation: 
Attach the triangular piece to the bottom of the base as shown in diagram #12 using 1 1/2” screws. Then attach the 1 1/2”x1 1/2”x23 1/2” 

piece on top of the triangle piece as shown in diagram #13 using 2 1/2” screws. Then attach the 7” x 23 1/2” board with the five predrilled 

holes in it on top of that piece as show in diagram #14 using 1 1/4” screws. Repeat for other side. 
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